
Installation instructions with applicator and tips for: 
iPhone 7 
iPhone 7+ 
iPhone 6 / 6s 
iPhone 6+ / 6s+ 

The following instructions describes how to install the GLAZ-Screen Protector 2.0 4D on 
the iPhone. For the clean and optimal installation a smooth table and sufficient space as 
well as light is recommended. If you have further questions about the product, please 
check our FAQs or contact us via the form! 

Step 1 
Open the package. In this you will find 
the delivery note.  

 

Then you can look at the installation 
video for the screen protector 2.0 4D 
under the following link: Click on the 
link-> 
https://youtu.be/70cPff1CeoU 

 

Step 2 
Remove the product / applicator and 
accessory kit from the insert 

https://youtu.be/70cPff1CeoU


 

Step 3 
Unpack the GLAZ screen protector and 
accessories. 

Step 4 
Now use the alcohol cloth to free your 
device from coarse dirt. Rub thoroughly 
over the front and edges 

 

Step 5 
Use the microfibre cloth to clean the 
display. 

 

Step 6 
Draw one of the stickers and go over 
the display with the adhesive side. 
Repeat this step until the display is free 
of any dust. Make sure that you do not 
touch the display with your fingers! 



Step 7 
Place the applicator with the button 
recesses facing down and press firmly 
until it is firmly seated on the unibody. 
You can see the elevation at the corners 
from above. These are used for the 
exact installation of the screen 
protector. Check again if the display is 
dust-free. 

 

Step 8 
Now remove the screen protector from 
the plastic card. 

 

Step 9 
Place the screen protector in the 
applicator. To do this, start to put on the 
screen protector at the home button, 
and end at the hearing aid. 
  



Step 9.1 
For iPhone 6 /6s /7: 
For iPhone 6/6s/7 
For a faultless attachment, orientate 
yourself to the earpiece, so that it can 
be seen correctly in the recess of the 
screen protector. Then you should 
lightly press the screen protector at the 
corners of the homebutton. 

For iPhone 6 Plus/ 6s Plus/7 Plus: 
Since the plus models can also lead to large manufacturing tolerances within 
a model series, it may happen that your screen protector has a little space in 
the applicator. 
In this case, carefully align the screen protector at the bottom of the Home 
button, so that the entire Homebutton recess is perfectly centered. Check 
the position of the screen protector on the earpiece and then press it. If you 
are not satisfied with the position of the screen protector, you can raise it 
without problems and correct it in the applicator. 

Step 10 
If the screen protector fits perfectly, you 
can now press it. 

 

Step 11 
Now remove the applicator carefully. It 



sits really tight and it could lift the screen protector.  

Step 12 
Wait a while and watch how the screen protector itself is tightened on your 
display. 
 

Step 13 
Now use the small plastic plate or 
fingernail to push the last air pockets 
from the center to the edge of the 
display. Apply light pressure to the 
display and push the air bubbles to the 
edge. 

Step 14 
If you've got little air pockets just rub with the microfiber cloth in circular 
movements from the inside to the outside to remove them. 
Occasionally, it may happen that bubbles still form under the GLAZ screen 
protector. The acrylic coating ensures that the screen protector is tightened. 
The blisters disappear within 12 - 24 
hours. 

Step 15 
If the bubbles have not disappeared 
after 12-24 hours, then proceed as 
follows: Please fold a microfiber cloth 4 
times, as you see it in the picture. 
Take a ballpoint pen and work the 
places with light pressure and circular 
movements. Repeat this process 3-4 
times. If you feel the bubble is 
diminishing, repeat the procedure 



again. 

We've noticed that the iPhone can bend due to its slim shape and can show 
bumps on the display. There were many points in the Bentgate affair. 

 

Step 16 
If the bubbles can not be removed, 
heat up the necessary place with the 
hair dryer until the area is warm and 
then turn on step 15 again. Repeat 
this process until the bubbles have 
disappeared. 

 

Step 17 
We have attached to the screen 
protector 2.0 4D Touch ID Buttons in 
the color of your iPhone, which you 
can attach to the Homebutton. 
Therefore you do not feel any 
deepening anymore in the area of the 
Home Button. 

The fingerprint sensor is not affected 
by the touch ID button. 
You can also separate the ring from 



the adhesive film and apply the ring 
individually. 
If your fingerprint sensor still does not 
react properly, please update it with 
the carrier foil or use only the ring. 

Step 18 
Your new GLAZ screen protector 2.0 4D should now be perfectly attached to 
your device. 

 

Step 19 
The result with the screen protector 
2.0 4D looks like this. 



Tips for the application of screen protector 2.0: 

 

16st step 
If blisters like this have formed after 
application of the screen protector, 
remove the trapped air according to 
the following instructions. Usually this 
Blisters disappear within 7-10 days. If 
this isn’t the case, than follow the tips 
below. 

 

17st step 
Fold your microfibre cloth four times, 
just as you see it on the image.  Then 
take a pen and work on the blisters 
with very light pressure and circular 
movements.  Repeat this process 3 to 
4 times.  When you notice that a 
blister is shrinking, repeat the process. 



 

18th step 
If it is impossible to remove the 
blisters, heat up this area with a 
hairdryer until it is very warm.  Then go 
back to the 17th step.  Repeat this 
process until all blisters have 
disappeared. 

19th step 
If there’s no improvement after applying step 17 and 18, allow the screen 
protector 7-10 days to tighten itself on the screen.  Due the innovative 
shape of the screen protector, it may occasionally take a little more time for 
the adhesive film to tighten itself. 

 

20th step 
In rare cases, Apple screens may still 
have oil residue in the screen that 
cannot be fully removed with the 
enclosed alcohol pad.  This can be a 
reason why it is impossible to 
remove the blisters in some 
cases.  In this case it helps if you lift 
the edge of the screen protector and 
then press it onto the screen again to 
allow the adhesive coating to interact 
once more.  Then repeat steps 17 
and 18. 



21th step 
If the bubbles are still there after the 10th days, repeat step 17 and 18. 
 

22th step 
The result with the screen protector 
2.0 should look like that. 

We have noticed that due to its slim format, the iPhone 6/6s/6+/6s+/7/7+ 
display occasionally features some irregularities.  In the Bendgate affair there 
were many indications, which can lead that the screen protection can not be 
tightened at all points immediately. That’s why a lot of Blisters can arise.

If this still doesn’t produce the desired results, please contact our support 
team at info@glaz-displayschutz.de.  

mailto:info@glaz-displayschutz.de


Other interesting answers: 

Can I re-use my GLAZ screen protector? 
Yes, you can. Use your fingernail carefully to remove the screen protector 
from your display. We recommend to wash it under running cold water. 
Please do not use detergent and do not dry it off !!! Just shake off the water . 
Superfluous water drops can simply be worked out like bubbles, or they 
disappear by themselves. Your have to give the screen protector a few days 
again until all bubbles are gone 

How can I remove my GLAZ screen protector? 
Simply pull off the screen protector, then clean the display. 

Can I use my iPhone 6/6+/6s/6s+/7/7+ with a GLAZ screen protector in 
combination with a protective case? 
The screen protector 2.0 is compatible with almost all cases, but it could 
happen, if the case goes over the edge or made of hard plastic, that the 
screen protector is pushed up and bubbles arise. 

Is there a suitable protective case that goes with the GLAZ screen 
protector for my iPhone 6/6+/6s/6s+/7/7+? 
Yes, in our shop you will find the protective case that works with your screen 
protector. 

Which cleaning agent can be used before placing the film on the device? 
The Mounting Kit (alcohol pad, microfibre cloth, dust absorbing sticker) which 
comes with the product includes everything you need to keep your screen 
protector perfectly clean.  Please don’t use any other cleaning agents.  
Should you choose to use them anyway, this will be your own responsibility 
and any warranty shall be voided. 

Can I clean my GLAZ screen protector from inside? 
Cleaning the GLAZ screen protector from inside is impossible. The cleaning 
process would damage the acrylic coating, so that it would no longer stick to 
the display. 



How should I dispose of GLAZ? 
Yes, you can. Use your fingernail carefully to remove the screen protector 
from your display. We recommend to wash it under running cold water. 
Please do not use detergent and do not dry it off !!! Just shake off the water . 
Superfluous water drops can simply be worked out like bubbles, or they 
disappear by themselves. Your have to give the screen protector a few days 
again until all bubbles are gone 

Can I return the product if I ordered the wrong one? 
Please get in touch with us.  To do so, please fill out the contact form under 
contact.  Please ensure you mark your order number on the contact form, so 
that we can get your exchange right. 

What if my product arrives damaged? 
Contact us under contact.  Under “notes”, please do not forget to write down 
the order number and the type of damage, so that we can attend to your 
complaint. 

Will the GLAZ screen protector restrict the 3D touch function of my 
iPhone 6/6s/6+/6s+/7/7+? 
No, you will still be able to use all the features of this function.  

How do I properly care for my GLAZ screen protector? 
To care for your screen protector all you need is the enclosed microfibre cloth. 

Safety and care 

Tempered glass is the safest type of glass.  It ensures a balanced inner 
tension, which means that if the glass breaks, it does not splinter into many 
sharp fragments but instead disintegrates into small pieces.  This means that 
tempered glass is not 100% safe and can still cause cuts and injuries.  You 
should therefore be aware of the dangers of tempered glass and take 
appropriate safety precautions.  If you continue using damaged tempered 
glass, this may lead to further splintering, which may cause injury to the user 
or a person in his/her vicinity.  Keep the screen protector away from sand 
and stones, as these may scratch the surface and/or cause its fragmentation.  
Keep the screen protector away from extreme sources of heat or cold.  Do 

https://www.glaz-displayschutz.de/kontakt/


not dip the protective film into hot or cold water.  The thermal shock may 
cause the tempered glass to shatter. 

Handling and disposal 
Ensure that you dispose of the protective film made of tempered glass safely 
to avoid injuries to yourself and others.  It is possible to recycle the screen 
protector film.  When handling, we recommend you wear sturdy safety 
gloves, especially if trying to remove pieces of glass.  Wrap the fragments in 
several pieces of paper.  Do not throw them in the domestic waste, but into 
the recycling bin.  Use a hard broom to sweep the area where the glass 
broke until you are sure that you have removed all remaining fragments.  
Please handle the screen protector film with the same sense of responsibility 
and care as for any other glass product.  Enjoy your state-of-the art display 
protector! 

Do you have more questions? Then please consult our FAQs or get in touch 
with us through our contact form! 


